VXT600
VACUUM EXCAVATOR

GENERAL DIMENSIONS
Length: 420”/474” (1067/1204 cm)
Width: 101.75” (258 cm)
Height: 156” (396 cm)
Empty weight: 48,000 lb (21,772 kg)
GVWR: 84,000 lb (38,102 kg)

KENWORTH TRUCK SPECS
Truck model: T-880
Engine: Cummins
Engine model: X-15 505 hp
Transmission: Allison 4500 RDS with PTO option

SPOIL TANK
Spoil tank capacity: 11-cu yd (10.1-cu m) or 16-cu yd (14.6-cu m)
Door type: Full radius half moon rear door
In tank wash out: Inside spray wash-out system
Mechanically full tank shutoff: Float ball primary shutoff
Tank lift type: 3 stage lift cycliner

WATER TANK
Water tank capacity: 1,300-gal or 2,400-gal (4921-L or 9085-L)
Water pump: 4000 psi @ 19.2 gpm (27,579 kPa @ 72.7 L/min)
High pressure hose length: 75’ (22.8 m)
Low water alarm & indicators: Electronic Sensor Indicators

VACUUM
Air filters: Wire mesh washable
Cyclonic filtration: Dual Cyclonic Filtration System
Boom tube length: 23’ (7 m)
Hose diameter: 8” (20.3 cm)
Silencers (cooling/discharge): Miratech Silencer
Vacuum: 6400 cfm @ 27 hg (181.2 cu L/min @ 2.7 kg)

CONTROL PANEL
Instrumentation: Digital on IFM processor 12” screen

Vacuum X-Traction Products Inc. reserves the right to make changes in engineering, design and specifications; add improvements; or discontinue manufacturing at any time without notice or obligation. Equipment shown is for illustrative purposes only and may display optional accessories or components specific to their global region. Please contact your local Vermeer dealer for more information on machine availability. Vermeer, the Vermeer logo and Equipped to Do More are trademarks of Vermeer Manufacturing Company in the U.S. and/or other countries. © 2020 Vermeer Corporation and McLaughlin Group, Inc. All Rights Reserved.

VERMEERMVS.COM I 888-822-8766